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Chassis Description 


Engine: 


Transmission: 


Gross Vehicle Weight: 


Front Axle: 
Rear Axle: 


Design Weight: 


Fuel Tank: 
Electrical System: 
Brakes: 
Suspension: 


Wheels and Tyres: 


Cummins ISBe 220bhp, 5.9 litre, 6 cylinder Euro 3 


ZF5HP502, 5 speed automatic 
Allison B300R, 4 speed automatic 
Voith Diwa D854.3 4 speed automatic 


14.4 tonnes 


Dana NDS56 | beam 
Dana 11:26 hypoid axle 


Front Axle: 5.5 tonnes 
Rear Axle: 
Total: 16.5 tonnes 


11.0 tonnes 


250 litre (55 gallons) 
Multiplex system 
ABS, Air disc brakes 
Full air suspension 


Michelin 265/70R x 19.5 


Body Description 


Framing: 


Emergency Exits: 


Body Insulation: 
Body Panels: 


Roof: 


Interior Trim: 


Heating: 


Lighting: 


Glazing: 


Seating: 


Vehicle Dimensions: 


Cromweld Steel front and rear frame assembly 
Front and rear main Aluminium Extrusion 


Rear emergency right hand side 
Hinged rear window 


Fully insulated body 
Single bay 1 piece panels 


ABS cove panels — integrated speaker system 
Melamine faced centre—ceiling panels 


ABS trim system 


Full-length convector with integral blowers main saloon 
Rear saloon convector with integral blower 


Continuous dimmer controlled lighting 


Front screen, 1 piece 6.8mm laminated as standard, 
2 piece front screen optional 
Body side glazing 6mm single glazed, double-glazing optional 


Cantilever saloon seats, cantilever tip—up and box mounted seats 
Optional pedestal seating 


12.0m: Length: 11.85m Width: 2.55m Height: 2.85m 
12.5m: Length: 12.55m Width: 2.55m Height: 2.85m 


Enviro 300 


Access from 
Low Floor 


12m 46+1 wheelchair 29 25 72 


Total Passengers 


Access from 
Low Floor 


Overall Length | Seated Standee | Total Passengers 


12.5m 50+1 wheelchair 32 27 78 
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Total Commitment to Customer Care 


TransBus introduces the concept of a One Stop, Total Solution in Customer Care with 


the ability to provide a comprehensive service for the whole vehicle. 


Our Customer Care operation is based on our Regional Service Network through which we 


provide our customers with a single, local point of contact for all aspects of service support. 


Our commitment to total Customer Care is then provided through our nationwide team of 


fully trained and skilled mobile Service Engineers who provide on the ground total vehicle 


support at our customers premises. 


This is backed by a network of seven strategically located, fully equipped Customer Care Centres, delivering 
top quality and comprehensive vehicle maintenance, repair and fleet management facilities. TransBus has the 


capability to service single vehicles or take over the running of entire workshop operations. 


Across the UK and Mainland Europe, a further network of Service Agents guarantee roadside support for 
coach operators, backed by real time incident tracking and instant response through a dedicated 24 hour, 


365 days per year control centre. 


TransBus Parts supplies genuine OE (Original Equipment) standard replacement parts for all 70,000 TransBus 


vehicles operating around the world. 


The organisation is centred on a state-of-the-art world distribution centre, with Regional Parts Distribution 
Centres providing local customer support. TransBus Parts has unrivalled product knowledge and is leading 
the way in innovative E-commerce solutions to further improve the guaranteed supply of top quality parts, 


prompt delivery and cost effectiveness for the customer. 


TransBus International 


. . TransBus policy is one of continuous 
Dennis Way, Guildford, Su rrey GU1 1AF = ) development. The right is reserved to 
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www.transbusint.com TransBus. 10/01 


TransBus International Limited is a & Mayflower Corporation company 


